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Description 

Confix E-420 is a two-component polyester- 

based anchoring adhesive. It does not contain 

solvents and styrene and has no shrinkage 

behavior. 

Classified A+ (the highest rating), according to 

the French VOC regulation, for evaluation of 

VOC emissions. 

Fields of application 

Confix E-420 can be used as a fast-curing 

anchoring adhesive for reinforced steel rebars, 

threaded rods, anchor bolts, etc. Bolts and 

special fastening systems 

It can be used to install these fixtures into 

concrete (cracked and non-cracked), solid rock, 

hollow and solid masonry, Steel etc. 

Technical data 

Base: Polyester styrene 
free 

Color: Grey, Amber 

Mixing Ratio: 10 : 1 (Part A:B by 
weight) 

Mixed density: 1.6 ± 0.05 g/cm3 

Application 
temperature: 

+5°C - 35°C 

Compression 
strength: 

70 MPa after 24h 

Flexural Strength 30 MPa after 7 days 

Tensile Strength 15 MPa after 7 days 

Tensile Modulus of 
Elasticity 

3,800 N/mm2 after 7 
days 

Modulus of Elasticity 
in Compression 

6,900 N/mm2 after 7 
days 

 

Curing:  

Temperature Working time Curing time 

+ 5 OC 25 min 120 min 

+ 10 OC 25 min 80 min 

+ 20 OC 6 min 45 min 

+ 30 OC 4 min 25 min 

+ 35 OC 2 min 20 min 

 

 

Thread diameter  
d (mm) 

8 10 12 16 20 

Drill diameter  
d0 (mm) 

10 12 14 18 24 

Anchorage depth  
hef (mm) 

80 90 110 125 170 

Minimum 
Part thickness  
hmin (mm) 

 
130 

 
140 

 
160 

 
175 

 
220 

Edge distance 
Ccr,N (mm) 80 90 110 130 170 

Axial distance 
Scr,N (mm) 160 180 220 250 340 

Design load values 
for concrete C20/25 
NRk (KN) 

 
12.3 

 
18.4 

 
26.0 

 
30.2 

 
48.1 

Recommended loads 
for concrete C20/25 
Frec (KN) 

 
4.7 

 
7.1 

 
10.0 

 
11.2 

 
18.8 

 

Directions to use 

1. Installation to concrete or solid stone 

Drill correct diameter hole to the recommended 

depth. Then clean the hole thoroughly with a 

nylon brush and remove any loose particles 

water. 

Mixing 

Components A (resin) and B (hardener) are 

packed in two separate containers, having the 

correct predetermined mixing proportion by 
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nylon brush and remove any loose particles 

using compressed air, hand pump, etc. 

Screw the mixer to the cartridge, after that, 

attach the mixer nozzle to the end of the 

cartridge and insert the cartridge into the 

applicator gun. Afterwards squeeze out to 

discard approximately 

15 ml of compound, this quantity is not used. 

Starting from the back end, fill hole completely 

with the resin. Push anchor up to base of hole 

whilst turning it slightly. A visual check of resin 

filling is necessary. 

Allow the material to cure before attaching 

fixings and applying loads. Be consulted the 

relative table of curing times for Confix E-420. 

2.  Installation to hollow bricks and artificial 

stone. 

Drill hole without percussion drill. Then remove 

any loose particles using compressed air, hand 

pump, etc. Screw the mixer to the cartridge, 

after that, attach the mixer nozzle to the end of 

the cartridge and insert the cartridge into the 

applicator gun. Afterwards squeeze out to 

discard approximately 15 ml of compound, this 

quantity is not used. 

Insert the perforated sleeve in the hole. 

Starting from the back end, fill the perforated 

sleeve with resin. Afterwards, push anchor up 

to the base of the sleeve whilst turning it 

slightly. Allow the material to cure before 

attaching fixings and applying loads. Be 

consulted the relative table of curing times for 

Confix E-420. 

Consumption 

Depending on the application. 

 

Place the resin outflow tube (e.g. spirit level 

tube) in the first nozzle. For a horizontal crack, 

start from one end. For a vertical crack, start 

from the lowest nozzle. 

a) Inject into the first nozzle by adjusting the 

outflow valve of the compression boiler, until 

Epifix-L20 begins to flow out of the 

adjacent nozzle or until no further pressure 

can be applied. 

b) Cap the first nozzle and continue the 

injection through the next nozzle. 

c) Repeat this process until the entire length of 

Cleaning 

Confix E-420 can be applied in low ambient 

temperatures up to -5°C but the temperature of 

the product has to be at least 10°C. 

Packaging 

Confix E-420 is available in Cartridges of 380 

ml. 

Shelf life 

12 months from production date if stored in 

original, unopened packaging, at temperatures 

between +5°C and +35°C. Protect from direct 

sunlight and frost. 

Health & safety 

Avoid direct contact with this product. Use of 

safety glasses, rubber gloves, and protective 

clothing is recommended. If contact occurs, 

wash affected areas with mild soap and water. 

Keep product out of reach of children. 

Refer to Safety Data Sheet for complete health 

and safety information. 

Notes 

The information included on this Technical Data 

Sheet is the sole property of SUPERBUILD LTD. 

The unauthorized disclosure, use, dissemination 

or copying (either whole or partial) of this data 

sheet or any information it contains, is prohibited 

and subject to legal pursuit.. 

 


